
 EDGE DISTANCE. 

FLOOR SUPPORT

SUPPORT WITH TPDB.

RISER COVER.

EXHAUST FAN.

VENTED CURB

ROOF TERMINATION.

ASSEMBLY.

THROUGH CURB

WOOD DECKING

SHOWN.

 SEE TABLE 5. 

 SEE TABLE 5. 

GREASE DUCT/CHIMNEY

DOUBLE BAND.

SUPPORT WITH TPDB.

USING 1/4-20 X 1"

INNER

DRILLING SCREWS.

DUCT/CHIMNEY.

ZINC PLATED SELF

DOUBLE WALL

GREASE DUCT/CHIMNEY.

THE TRANSITION PLATE

IS SECURED TO THE CURB

THROUGH CURB

GREASE DUCT/CHIMNEY

INNER SINGLE BAND.

CLEARANCE PLATES

ARE USED TO MAINTAIN

2" CLEARANCE TO COMBUSTIBLES

FOR 2R HT CHIMNEY. THEY CAN BE

USED WITH GREASE DUCT 2R, 3R, & 3Z

TO HELP CENTER GREASE DUCT WHEN

GOING THROUGH A FLOOR/CEILING.

HARDWARE - VENTED CURB / FLOOR SUPPORT TO DECKING FLOOR / ROOF

STEEL.

ROOF TERMINATION.

COMBUSTIBLE SURFACE.

CLEARANCE PLATES TO

VENTED CURB

:

HIGH TEMP GASKET

WELDED TO INNER

DUCT/CHIMNEY.

EXHAUST FAN.IS USED TO SEAL THE

TRANSITION PLATE.

TRANSITION PLATE

WOOD.

CONCRETE.

FAN TO THE

SCREWS USED TO SECURE

DECKING FLOOR / ROOF

THE INNER DUCT/CHIMNEY

IS FULLY WELDED TO THE

TRANSITION PLATE, ALL WELDS

ARE DYE TESTED.

TO THE SUBSTRATE.

THE ROOF / FLOOR IS SPECIFIC

SCREWS USED TO SECURE

DOUBLE WALL CLEARANCE PLATES TO

COMBUSTIBLE SURFACE.GREASE DUCT/CHIMNEY.

HARDWARE USED

TO SECURE THE VENTED

CURB / FLOOR SUPPORT TO

FLOOR SUPPORT

ASSEMBLY.

DECKING MATERIAL EDGE DISTANCE

WOOD - MIN G .42
HEX HEAD LAG SCREW - ZINC PLATED 

STEEL - 3/8" X 2 - 1/2".

WASHER - ZINC PLATED STEEL - 

SIZED FOR 3/8" LAG SCREW.
1 1/2" MIN

CONCRETE - 2500 MIN PSI.
HILTI KWIK BOLT - 3/8" DIAMETER - 

EXPANSION ANCHOR.
N/A 3" MIN

STEEL - ROOF TRUSS 12 GA OR 1/8" THK
DRIL-FLEX SELD DRILLING SCREWS - 

1/4" - 14 - MIN. 1/2" THROUGH.
N/A 3/8" MIN

VENTED CURB TO DECKING / WALL

HARDWARE


