
R-AWP-16

CFM

Static Pressure in Inches W.G.

0.000 0.125 0.250 0.375 0.500 0.625 0.750 0.875 1.000

RPM/BHP RPM/BHP RPM/BHP RPM/BHP RPM/BHP RPM/BHP RPM/BHP RPM/BHP RPM/BHP

300  563 / 0.02 759 / 0.06 909 / 0.11 1038 / 0.16 1149 / 0.22 1250 / 0.29 1339 / 0.36 1429 / 0.44

600  654 / 0.03 850 / 0.08 1000 / 0.13 1126 / 0.19 1237 / 0.26 1339 / 0.33 1432 / 0.41 1519 / 0.49

900 480 / 0.01 729 / 0.04 938 / 0.10 1091 / 0.16 1218 / 0.23 1329 / 0.31 1429 / 0.39 1523 / 0.47  

1200 639 / 0.02 801 / 0.05 1014 / 0.12 1175 / 0.19 1307 / 0.27 1420 / 0.36 1521 / 0.45   

1500 798 / 0.04 909 / 0.07 1081 / 0.13 1249 / 0.22 1385 / 0.31 1505 / 0.41    

1800 958 / 0.07 1041 / 0.11 1165 / 0.16 1316 / 0.24 1457 / 0.34 1582 / 0.45    

2100 1117 / 0.12 1184 / 0.15 1275 / 0.20 1394 / 0.27 1524 / 0.37 1650 / 0.49    

2400 1277 / 0.17 1333 / 0.21 1404 / 0.26 1495 / 0.33 1602 / 0.42     

2700 1436 / 0.25 1485 / 0.29 1545 / 0.34 1616 / 0.40 1700 / 0.49     

3000 1596 / 0.34 1639 / 0.38 1689 / 0.44 1748 / 0.50      

3300 1755 / 0.45 1794 / 0.50        

Max Sizeable RPM = 1800 RPM. Table shown extended beyond this point for reference only.
Motor BMN48-375I1-50-115 has an rpm range of 300 to 1800.
Motor BMN48-375I1-60-115 has an rpm range of 300 to 1800.
Motor BMN48-375I2-50-230/277 has an rpm range of 300 to 1800.
Motor BMN48-375I2-60-230/277 has an rpm range of 300 to 1800.
Motor CK48HF21HF01-50-115 has an rpm range of 1100 to 1425.
Motor CK48HF21HF01-50-230 has an rpm range of 1100 to 1425.
Motor CK48HF21HF01-60-115 has an rpm range of 1100 to 1670.
Motor CK48HF21HF01-60-230 has an rpm range of 1100 to 1670.
Motor M055PWCUM0317-ECM-50-115 has an rpm range of 300 to 1800.
Motor M055PWCUM0317-ECM-50-230 has an rpm range of 300 to 1800.
Motor M055PWCUM0317-ECM-60-115 has an rpm range of 300 to 1800.
Motor M055PWCUM0317-ECM-60-230 has an rpm range of 300 to 1800.
 
  


