
RARTU3-E.302-15 

Static Pressure in Inches W.G. 

0.000 

CFM RPM/BHP 

1750 

2000 971 / 0.27 

2250 1092 / 0.38 

25 0 21 Io. 

2 50 335 / 0.69 

3 0 456 / 0.90 

3250 1578/1.15 

3500 1699 / 1.43 

0.2S0 0.S00 0.7S0 1.000 

RPM/BHP RPM/BHP RPM/BHP RPM/BHP 

994 I 0.31 

1107 / 0.42 

1221 / 0.56 

1337 / .72 

1 53 / .92 

1571 / 1. 6 

1687 / 1.43 

1805 / 1.74 

-- . .

1092 / 0.43 1186 / 0.57 1278 / 0.72 

1197 / 0.56 1280 / 0.71 1361 / 0.86 

1306 / 0.71 1381 / 0.87 1454/1.04 

1 6/ .9 1 8 / 1. 7 55 / .25 

15 9 / 1.11 1596/1.30 659 / .50 

1644 / 1. 7 1707 / 1.57 7 7 I .78 

1759/1.66 1820 / 1.88 1876/2.11 

1875 / 1.99 1934/2.24 1988 / 2.48 

3750 1820 / 1.76 1923/2.10 1990 / 2.37 2048 / 2.64 2101 / 2.90 

4000 1942/2.14 2042 / 2.51 2107 / 2.80 

1.2S0 1.S00 1.7S0 

RPM/BHP RPM/BHP RPM/BHP 

1373 / 0.89 1467/1.07 1560/1.26 

1443/1.03 1526/1.22 1606 / 1.41 

1527/1.22 1599 / 1.41 1673 / 1.61 

1 20 / 1. 1686 / 1.6 1751/1.8 

1720 / 1.70 1780 / 1.91 1838/2.12 

1 4 / 2.00 1879/2.21 1933 / 2. 

1930 / 2.33 1982 / 2.56 2034 I 2.81 

2038 I 2.72 2088 I 2.97 

Max Sizeable RPM = 2200 RPM. Table shown extended beyond this point for reference only. 

Motor DHP00245 has an rpm range of 900 to 1745. 

Motor DTP0024 has an rpm range of 900 to 1740. 

Motor DTP0024-50HZ has an rpm range of 900 to 1415. 

Motor DTP0032 has an rpm range of 900 to 2200. 

Motor EP00245 has an rpm range of 900 to 1800. 

Motor GP0024 has an rpm range of 900 to 1800. 

Motor GP0024-50 has an rpm range of 900 to 1440. 

2.000 2.2S0 2.S00 2.7S0 3.000 3.2S0 3.S00 

RPM/BHP RPM/BHP RPM/BHP RPM/BHP RPM/BHP RPM/BHP RPM/BHP 

. , ·--·: -
1653 / 1.47 1741 / 1.69 1829 / 1.92 1913/2.16 1993 / 2.41 2071 / 2.67 

1689 / 1.63 1771 / 1.85 1852/2.09 1931 / 2.33 2008 I 2.58 2086 I 2.86 

1746 / 1.82 1819/2.05 1892/2.29 1965 / 2.54 2034 I 2.79 

81 I .06 18 1 / 2. 9 19 7 / 2.53 20 I 2.7 

89 I .3 1 57 / 2.58 2016 / 2.82 

988 I .67 2 I 2.92 

2147 / 2.93 


