
RARTU3-E.456-20 

Static Pressure in Inches W.G. 

0.000 0.500 1.000 1.500 2.000 2.500 3.000 

CFM RPM/BHP RPM/BHP RPM/BHP RPM/BHP RPM/BHP RPM/BHP RPM/BHP 

2000 902 / 0.85 1076 I 1.34 1229 / 1.87 1364 / 2.44 1487/3.04 

2500 951 / 1.05 1108 / 1.58 1253/2.18 1385 / 2.81 1506 / 3.48 

3000 1018/1.31 1157 / 1.88 1289 / 2.52 1414/3.21 1531 / 3.94 

3500 967 I 1.11 1098 / 1.65 1221/2.26 1340 / 2.93 1455 / 3.67 1565 / 4.45 

4000 907 I 0.89 1067 I 1.48 1186/2.07 1297 / 2.72 1404 / 3.43 1508/4.20 1610/5.02 

4500 1021 / 1.26 1169 / 1.94 1279 / 2.58 1381/3.28 1478/4.02 1574 / 4.83 1667 / 5.68 

5000 1134 / 1.73 1274 / 2.49 1377/3.20 1471 / 3.95 1561 / 4.74 1648 / 5.58 1734/6.46 

5500 1247/2.30 1379/3.15 1477 / 3.93 1565 / 4.73 1649 / 5.57 1730 I 6.45 

6000 1361 / 2.99 1486 / 3.93 1579 / 4.78 1662 / 5.64 1741 / 6.53 

Max Sizeable RPM = 1800 RPM. Table shown extended beyond this point for reference only. 

Motor DHP00545 has an rpm range of 900 to 1750. 

Motor DHP0056 has an rpm range of 900 to 1165. 

Motor DHP7 /545 has an rpm range of 900 to 17 50. 

Motor DTP0054 has an rpm range of 900 to 1750. 

Motor DTP0054-50 has an rpm range of 900 to 1435. 

Motor DTP0056 has an rpm range of 900 to 1150. 

Motor DTP7 /54 has an rpm range of 900 to 1750. 

Motor DTP7 /54-50 has an rpm range of 900 to 1470. 

Motor EP00545 has an rpm range of 900 to 1745. 

Motor EP7 /545 has an rpm range of 900 to 1755. 

Motor GP0054 has an rpm range of 900 to 1800. 

Motor GP0054-50 has an rpm range of 900 to 1440. 

Motor GP7 /54 has an rpm range of 900 to 1800. 

Motor GP7 /54-50 has an rpm range of 900 to 1440. 

3.500 4.000 

RPM/BHP RPM/BHP 

1600 / 3.68 1705 / 4.33 

1619/4.18 1724 / 4.91 

1640 / 4.70 1744 / 5.50 

1669/5.26 1769/6.11 

1708 / 5.88 

1758 / 6.59 


